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Ugradjeni Wi-Fi dul za Wi-Fi kontrol
"CH 7-SKY Technology" kompleksni sistem gradjent ¥k macuil za Wi-h kentrolu na
) " ) - daljinu putem Android/iOS aplikacije;
filtracije zasnovan na sedam filtera Sirokog
Zastita vaSe kuce od smrzavanja
spektra
) ) ) . +8°C: Klima uredaj ¢e odrZavati
djelovanja; "CH SMART-ION Filter" - tehnologija N L .
nove generacije! temperaturu od +8°C sprecavajuci 5
¢icenje zraka;  Tehnologija "1-Action” smrzavanje prostorije i nisku potro3nju il
energije. pacs
stabilan rad kompresora na ekstra niskim 9l

frekvencijama (1 Hz);

Model

CH-SO9FTXF-NG CH-S12FTXF-NG CH-S18FTXF-NG CH-S24FTXF-NG
kW Hlad enje 2,50(0,50-3,35) 3,20 (0,60-3,60) 4,60 (0,65-5,20) 6,16 (2,00-8,20)
Kapacitet
kW Grejanje 2,80 (0,50-3,30) 3,40 (0,60-3,80) 5,20 (0,70-5,40) 6,45 (2,00-8,50)
kW Hlad enje 0,78 (0,16-1,40) 0,99 (0,16-1,40) 1,43 (0,16-1,70) 1,76 (0,16-2,50)
Potro3ena snaga
kW Grejanje 0,78 (0,20-150) 0,94 (0,20-1,50) 140 (0,20-1,60) 1,86 (0,20-2,60)
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CH-SO9FTXF-NG 773 250 185
CH-S12FTXF-NG 773 250 185
CH-S18FTXF-NG 970 300 225
CH-S24FTXF-NG 970 300 225

20 Ctl LINIJA PROIZVODA OPREME ZA KONTROLU KLIMATIZACIJE I 2020



CH-SO9FTXF-NG

CH-S12FTXF-NG

CH-S18FTXF-NG

CH-S24FTXF-NG

VANJSKA JEDINICA
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Nodel CH-SORETXF-NG CH-S12FTXF-NG CH-S1AFTHF-NG CH-S24FTXF-NG
Capacily |Cooling kW 250 (0.50-3.35) 3.20(0.60-3.60) | 4.60(0.65-5.20) £.16 (2.00-8.20)
[Heating W 2.80 (0.50-3.30) 340(0.60-3.80) | 5.0 (0.70-5.40) 6.45 (2.00-8.50)
Power supply ~220-240 V/50 Hz/1 Ph
Consume power [Cooling W 0.78 (0.16-1.40) 0.99 (0.16-1.40) 143 (0.16-1.70) 1.76(0.16-2.50)
[Heating KW 0.78 (0.20-1.50) 0.94 (0.20-1.50) 1.40(0.20-1.60) 1.86.(0.20-2.60)
SEERY/SCOP** (Energy performance class) 6.1 (A++)/4.0 (A2) 6.1 (A++)4.0 (A4) 6.1 (A+£)/4.0 (A+) 6.1 (A+4)/4.0 (A+)
Air flow ‘ m/h 330/430/490/550 290/410/480/550 520/610/720/850 520/610/720/850
Indoor unit (min/ave/max)/ dB (A) 23/26/30/37 24/28/32/37 28/33/39/45 30/34/39/44
Level of souNdpressure [, yioor unit dB (A) 52 52 54 57

Weight | Indoor unit/Outdoor unit kg 13.5/34 13.5/46
Compressor type rotor

Drying Ifh 0.8 14 | 1.8 18
Cooling operation ambient temperature °C -15/+43

Heating operation ambient temperature °C -15/+24

Gas charge volume kg 0.60 0.65 0.77 1.30
Liquid line diameter mm/inch 6.38/1/4" 6.38/1/4" 6.38/1/4" 6.38/1/4"
Gas line diameter mm/inch 9.53/3/8" 9.53/3/8" 9.53/3/8" 15.88/5/8~
Maximal difference in level m 10 10 10 10
Maximal pipe length m 15 20 20 25

Distance between the bolts of the outdoor unit Iasiemni mm 510 540 540 560

* SEER - seasonal coefficient of system cooling capacity.

** SCOP - seasonal coefficient of system cooling capacity.
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